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General Information 
The Blasting Plug Mini Adjustable is designed to provide pipe closure during the external blasting process, 
keeping the internal pipe surface clean and protected against damage and the impact of steel grit. The 
expanding clamping rubber makes the product suitable for a wall thickness range of 12 mm. A torque 
wrench is used to fasten the Blasting Plug into the pipe and adjust it to the required wall thickness. For 
optimal use, always insert a Blasting Plug into each end of the pipe before blasting and remove them 
afterward. Removal can be done using an Allen key. For more detailed information on application and 
usage, please refer to the Instruction Manual (APS). 
 

*Other sizes on request 
 
Features 
✓ Prevents blasting grit from entering the pipe 
✓ Includes a vent hole to avoid pipe overpressure 
✓ Can withstand pre-heating ovens and washing cabins 
✓ Reusable design for multiple uses 
✓ Provides strong clamping 
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Material Specifications 
Frame     : Carbon Steel or Stainless Steel 
Adjustable clamping  mechanism : EPDM Rubber 
 
Additional Information 
• A BPMA Tool set can be purchased with the Blasting Plugs. 
• Spare parts available: Adjustable clamping rubber and a set of fasteners 

Product specifications  
Product range* (pipe OD) Ø177,8 – Ø609,6 mm     (7” – 24”) 
Minimum wall thickness 4 mm (0.16”) 
Wall thickness range  12 mm (0.47”) 
Service temperature -40°C / +120°C             (-40°F / +248°F) 
Commodity / HS Code 73269098 


