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General Information 
The Blasting Plug is used to close off pipes during the external blasting process and provide bevel 
protection. The Blasting Plug is placed in the pipe by pushing it in and activating the Clamping Spoke. 
Always use a Blasting Plug on both sides of the pipe. For more detailed information on application and 
usage, please refer to the Instruction Manual (APS). 
 

*Other sizes on request 
 
Features 
✓ Prevents blasting grit inside the pipe 
✓ Provide Bevel Protection during blasting 
✓ Vent hole included to avoid pipe overpressure  
✓ Clamping mechanism for extra clamping force  
✓ Can run through a pre-heating oven and washing cabin 
 

Closure Options  
Rubber Sheet 

Not suitable for open-flame oven 
Aluminium Plate 

Suitable for open-flame oven 

  
 

Construction Options  
Default Intensive Use 

Adds Friction Ring 
Shielded Bevel 
Adds 90°-profile 

CLAD/CRA Option 
Adds Stainless Steel ring 

    
 
Material Specifications 
Construction  : Carbon Steel S235 
Clamping Rubber : EPDM Rubber 
Closing Sheet  : EPDM Rubber or Aluminium 

Product specifications  
Product range* (pipe OD) Ø457 – Ø1625 mm     (18” – 64”) 
Minimal wall thickness* 6,35 mm (0.25”) 
Wall thickness range (underlay rubber) 1, 2 or 3 mm                   (0.04”, 0.08” or 0.12”) 
Service temperature -40°C / +120°C             (-40°F / +248°F) 
Commodity / HS Code 73269098 


