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General Information 
The Coupling lines up pipes and protects the beveled pipe end during the external coating process. It 
allows to achieve the optimal end-quality of the coating application and enhances stability and efficiency 
of the coating process. By exchanging the Centring Roll and Disk, the same coupling (body) can be used 
for a different pipe wall thickness. The Coupling is inserted in one pipe-end before the external coating 
process. When pipes run together during the coating process, the upcoming pipe is gradually lined up by 
the cone. For more detailed information on application and usage, please refer to the Instruction Manual 
(APS). 
 

*Other sizes on request 
 
Features 
✓ The Coupling stabilizes the coating process 
✓ Increase of production capacity, higher line speeds possible 
✓ Improve coating consistency thickness 
✓ Decrease chance of air underneath PE/PP coating 
✓ Adjustable for different wall thicknesses  
✓ Easy fixation and removal 
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Additional information 
• Nylon Centring Rolls and Nylon Clamping Segments are not recommended for use with an open-

flame oven. 
• Spare parts available on request. 
  

Product specifications  
Product range* (pipe OD) Ø114,3 – Ø219 mm     (4” – 8”) 
Wall thickness range*  5-16 mm (0.2 – 0.63“) 
Allowable temperature induction oven Max. +240°C             (+464°F) 
Commodity / HS Code 73079980 (steel) 

76090000 (Aluminum) 
39169090 (Nylon 6.6) 
73072980 (Stainless steel) 
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Material specifications 
Centring Roll    :Nylon 

:Aluminium 
:Steel 
:Stainless steel 

Centring Disk    :Steel 
:Stainless steel 

Construction (front & back plate) :Steel 
:Stainless steel              

Clamping Segments   :Nylon 
:Aluminium 

O-ring     : Silicon 
Fasteners    : Zinc plated steel 
Washer    : Aluminium-bronze 
 


