
 End Seal Tape™ 
Revision date:  

01-01-2025 
   

    
Manufacturing & Sales Company 
DHATEC B.V. 
Dragonder 19 
5554 GM Valkenswaard 
The Netherlands 

 
T:  
E:  
I: 
 

 
+31 (0)497 542 527 
info@dhatec.nl 
www.dhatec.nl 

 
    

 
 

General Information 
End Seal Tape™ is a durable PVC tape, featuring a modified pressure-activated adhesive. The End Seal 
Tape™ can be applied over the coating/steel transition area to decrease the risk of coating disbondment. 
The high-performance adhesive adheres quickly to most surfaces yet can be removed leaving little or no 
traceable residue. This allows for easier surface preparation prior to welding of the pipe joints and also 
for application of the field joint coating. The main use of the End Seal Tape™ is to prevent FBE, 3LPE, 3LPP 
and other external pipe coating systems from absorbing moisture and UV-radiation at the cutback area 
during extended storage period. 
 
For more detailed information on application and usage, please refer to the Instruction Manual (APS). 

*Other sizes on request 
 
Features 
✓ Easy installation and removal  
✓ UV resistant 
✓ Long term performance 
✓ Adheres quickly to most surfaces 
✓ Allows for easier surface preparation prior to welding 
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Material specifications 
Material  : PVC (Polyvinylchloride) 
Colour   : Blue 
Adhesive type  : Rubber-based 
Thickness  : 0,15mm (6 mils) 
Adhesion to steel : 0.4 kgf/25mm 
Tensile strength : 6 kgf/25mm (13lbf/in.) 
Elongation to break : 150 +/- 25% 

Product specifications  
Roll length   33 m  (108ft) 
Tape width* 75 mm (2.95”) 
Commodity / HS Code 39191012 


