General Information

Pipe Carrier Premium

Revision date:
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The Pipe Carrier Premium is designed for storage and transporting small diameter pipes. It allows
efficient and safe pipe handling and transport. For more detailed information on application and usage,
please refer to the Instruction Manual (APS).

Product specifications I R

Product range (pipe OD) 2114,3 - 3508 mm (4.5”-207)
Application temperature -45°C / +60°C (-49°F / +140°F)
Length 1225 mm (48.27)
Width Type 3, 4, 5and 6 115 mm (4.53”)
Type 2 130 mm (5.12”)
Commodity / HS Code 73269098
[mm] recess [kg] Carrier [kg] Carrier [kg]

6 @ 114,3-194,2 1.436,0 8.616 8.616

5 @ 177,8 —235,0 2.233,7 11.169 11.169

4 2 219,1—296,3 2.750,0 11.000 11.000

3 @ 273,1—398,3 3.429,7 10.289 10.289

2 @ 355,6 — 508,0 5.050,1 10.100 10.100

Pipe diameter range Max. load per Max. load Base
[inch] recess [lbs] Carrier [lbs] Carrier [lbs]

6 J 4.50-7.65 3,165.8 18,995.0 18,995.0

5 @ 7.00-9.25 4,924.5 24,623.4 24,623.4

4 g 8.63-11.67 6,062.7 24,250.8 24,250.8

3 @ 10.75—-15.68 7,561.2 22,683.4 22,683.4

2 @ 14.00 — 20.00 11,133.6 22,266.7 22,266.7

Features

v" Each carrier suitable for a range of pipe diameters

v" Suitable for storage and transport
v’ Safe for pipe coating

v" Reusable and safe for long term use in all weather conditions

Pipe Carrier Premium Pipe Carrier Premium in use

Manufacturing & Sales Company
DHATEC B.V. T: +31(0)497 542 527

Dragonder 19 E: info@dhatec.nl
5554 GM Valkenswaard I:  www.dhatec.nl
The Netherlands
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Material specifications
PE-compound : Color black
: Hardness: 92° shore A
: Frictional resistance factor (F.r.): 0,3
: Frictional resistance with Anti-Skid rubber: 0,6
: UV-stabilized
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