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General Information 
The Recessed Cap is designed to protect the internal pipe surface by sealing the pipe end against 
environmental elements. It is suitable for hook lifting, ensuring easy handling during transport and 
storage. The cap is placed over the pipe end and securely clamps onto the outer pipe surface, providing 
a reliable seal. For more detailed information on application and usage, please refer to the Instruction 
Manual (APS). 

*Other sizes on request 
 
Features 
✓ Simultaneously provides bevel protection and pipe closure 
✓ Ideal for long-term pipe storage in any weather conditions 
✓ Designed to accommodate hook lifting 
✓ Ideal for pipe transport 
 

Recessed Cap Recessed Cap applied on Pipe 

  
 
Material specifications  
Material    : Low Density Polyethylene (LDPE) 
Hardness   : 38° shore D 
Elongation at break  : 650% 
Tensile strength at break : 20 Mpa 
Modules of elasticity  : 300 Mpa 
Material thickness : Inner ring approx. 1,5mm (0.06”) 

: Outer ring approx. 3,0mm (1.12”) 
 
Additional information 
• UV Resistance: Suitable for outdoor use for 0.5 to 2 years 
• Application Time: Approximately 1 minute per pipe end with a single person 

Product specifications  
Product range* (pipe OD) Ø 114,3 –  Ø 508 mm (4” – 20”) 

Product Depth* 90, 120 mm (3.54”, 4.72”) 
Application temperature -30°C / +60°C             (-22°F / +140°F) 
Commodity / HS Code 39235090 


