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General Information 
System88 is a safe and flexible system to transport pipes by train or truck. This system can easily be 
adjusted for different pipe diameters. It is made out of LDPE and is safe for coated pipes. The base-
section is placed on a trailer or truck bed. After loading the bottom pipes, the mid-section is placed on 
top for the next layer of pipes. Pyramid stacking on the base-section is also possible. For more detailed 
information on application and usage, please refer to the Instruction Manual (APS). 
 

 

*Mentioned product weights might have small variances 
**Addition for Block D: Raising Block is available for Block D, it adds 140 mm height to this block, preventing the pipe from 
hitting the steel profile. 
 

Block A Block B Block C Block D Block D + Raising Block 

 
130x200x147 mm 

 
202x200x188 mm 

 
298x200x245 mm 

 
425x200x316 mm 

 
540x201x191 mm 

 
Block K Block L Locking Pin Securing Clip Anti-Skid 

 
130x200x243 mm 

 
212x200x371 mm 

 
 

0,6 kg* (1.32 lbs*) 
 

0,1 kg* (0.22 lbs*) 
 

1,4 kg/m* (0.94 lbs/ft) 
*Mentioned product weights might have small variances 
 

*Mentioned product weights might have small variances 
  

Product specifications  
Product range (pipe OD) Ø219,1 – Ø3.657,6 mm     (8.63” – 144”) 
Application temperature -45°C / +60°C             (-49°F / +140°F) 

S88 Pipe diameter range [mm/inch] Weight 
[kg/lbs]* 

Max. load 
[kg/lbs] 

Type A Ø 219,1 – 558,8 (8.63”– 22”) 1,8 (3.97) 3.935 8,675 
Type B Ø 406,4 – 965,2 (16”– 38”) 3,7 (8.16) 7.875 17,361 
Type C Ø 558,8 – 1.422,4 (22” – 56”) 7,5 (16.5) 7.875 17,361 
Type D Ø 1.422,4 – 2.032 (56”– 80”) 12,0 (26.5) 7.875 17,361 

Raising block** Ø 2.032 – 3.657,6 (80” – 144”) 30 (66) 7.875 17,361 
Type K Ø 219,1 – 558,8 (8.63”– 22”) 2,8 (6.17) 3.150 6,944 
Type L Ø 406,4 – 1219,2 (16”– 48”) 7,4 (16.3) 4.725 10,416 

Profile Weight [kg/lbs]* Figure 
“Truck” Profile (2,45 m) 20 (44)  
“Train” Profile (2,70 m) 22 (48.5)  
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Features 
✓ Durable, safe for long term use in all weather conditions 
✓ Reliable: design according to VDI2700 and TÜV approved 
✓ Reusable and economically attractive 
✓ Requires little storage space 

 
System 88 base and mid-section Rails, Block, Pin & Clip 

  
 
Material specifications  
Steel profile       : Zinc plated steel, length: 2,70m or 2,45m (8.9ft or 8.0ft) 
  : Square tube: 80mm x 50mm x 5mm (3.15”x 1.97” x 0.20”) 
  : Commodity / HS Code 73239098 
Locking pin : Zinc plated steel, Ø 20 mm (0.79”) 
  : Commodity / HS Code 73182300 
Separate Clip : Commodity / HS Code 73182400 
Blocks  : PE-compound, colour: Black 
  : Frictional resistance factor (F.r): 0,3 
  : Frictional resistance factor (F.r.): with Anti-skid rubber: 0,6 
  : Mounting holes in each block 
  : UV-stabilized 
  : Commodity / HS Code 39269097 
Raising Block : Zinc plated steel, 540mm x 201mm x 191mm (21.26” x 7.91”x 7.52”) 
  : Commodity / HS Code 73239098 
 
Additional information 
• Each pipe to be supported by a minimum of 4 blocks 
• Detailed instructions and settings are available 
• Anti-skid rubber available for higher frictional resistance 
• Systems available for fixating System88 on trailer or wagon 
• Static and dynamic calculations certified by: 

Copy of certificate available on request 
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Additional Parts 
To complete System88 and to optimize performance and safety, additional parts are available.  
Handling and securing a pipe load for transport is done with Tie-downs, Anti-skid layers, Hoisting belts, 
Connector belts and profile-to-trailer connector. 
 

Additional Parts Figure 
Tie-down 
System88 Tie-downs are specially designed for System88. They have 
a very high Standard Tensioning Force (Stf = 750daN). This product is 
equipped with an ergonomic, long ratchet that needs to be pulled 
downwards instead of upwards. The label contains all by law 
prescribed details. The Tie-downs are divided evenly along the load 
and only tensioned when all are in place. Tie-downs are supplied 
with the following specifications: 
• Length: 9 m or 12 m 
• Lashing capacity (single): 2500 daN   

• Lashing capacity (looped): 5000 daN  
• Standard tension force (Stf) = 750 daN 
• Standard hand force (Shf) = 50 daN 
• Norm: EN 12195-2 
• Commodity / HS code: 58063210 

 

Anti-skid layer  
Anti-skid layers have a frictional resistance of 0,6. Less Tie-downs 
are needed to secure a load by increasing the friction with Anti-skid 
layers. Anti-skid layers are recommended and must be used in 
combination with Tie-downs. They are placed between System88 
and the pipes, both top and bottom. Because of its softness, it will 
not damage any coatings. Commodity / HS code: 40082190  
Hoisting belt 
Hoisting belts make handling mid-sections easier. Because weight 
can be high, assemblies of System88 are mostly hoisted by a crane 
or forklift. A hoisting belt is placed around the assembly and used to 
lift it onto the upper pipe layer. Hoisting belts are supplied with the 
following specifications: 
• Length: 2 m 
• Lashing capacity (single): 1000 daN  

• Lashing capacity (looped): 2000 daN  
• Norm: EN 1492-2 
• Commodity / HS code: 58063210 

 

S88 Lift Kit 
The System88 Lift Kit makes it possible to lift the entire mid-base of 
System88 with a forklift. The sets must be assembled in two blocks. 
The first must be placed at least 200 mm (8”) from the profile end 
and the second at least 500 mm (20”) from the first set. With this 
simple addition, the entire mid-section of System88 can be lifted 
with standard forklift forks. Commodity / HS code: 73269098 
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Additional Parts Figure 

Connector belt 
Connector belts eliminate the risk of canting when loading one pipe at 
a time on a second layer. At each end of the rail a pin from the 
Connector belt is placed through a hole. When both sides are in place, 
the Belts can be tensioned. 

 
Connector Belts are supplied with the following specifications: 
• Length: 1,75 m 
• Lashing capacity (single): 1000 daN  

• Lashing capacity (looped): 2000 daN  
• Standard tension force (Stf): 100 daN 
• Standard hand force (Shf): 50 daN 
• Norm: EN 12195-2 
• Commodity / HS code: 58063210 

 

Profile-to-trailer connector 
Profile-to-trailer connector prevents canting and shifting of System88 
on the trailer bed. It also ensures easy fixation of the steel profiles 
without drilling in the platform. When the rail is in place, profile-to-
trailer connectors are placed on both ends. When both are in place, 
both can be tensioned. 

 
Profile-to-trailer connectors are supplied with the following 
specifications: 
• Length: 0,7 m 
• Lashing capacity (single): 1000 daN  

• Lashing capacity (looped): 2000 daN  
• Norm: EN 12195-2 
• Commodity / HS code: 83081000 

 

 
 


