
 Revision date: 01-01-2025 
   

    
Manufacturing & Sales Company 
DHATEC B.V. 
Dragonder 19 
5554 GM Valkenswaard 
The Netherlands 

 
T:  
E:  
I: 
 

 
+31 (0)497 542 527 
info@dhatec.nl 
www.dhatec.nl 

 
    

 
 

Pipe Stop PS50 Configurations max 40°C – For Block type A (Ø 200 - Ø 406 mm) (Ø 8 - Ø 16 inch) 
Values determined for max 40°C  
(Contact Dhatec for configurations for higher temperatures) 

Pipe diameter Block A as in Type 1-2-1 Block A as in Type 1-1-1 

From [mm] 200 250 302 354 224 276 328 380 
2 Rails 3 Rails 4 Rails To [mm] 224 276 328 380 250 302 354 406 

Pipe Weight Pipe Weight Pipe Weight Inch 8 ⅝ 10 ¾ 12 ¾ 14 9 ⅝ 11 ¾ 13 ⅝ 16 
From [kg] To [kg] From [kg] To [kg] From [kg] To [kg] Gap [mm] 11 63 115 167 37 89 141 193 

0 1210 0 1815 0 2420 

↓ 
M

ax
im

um
 n

um
be

r o
f p

ip
e 

la
ye

rs
 ↓

 

20 20 20 20 20 20 20 20 
1210 1274 1815 1911 2420 2548 19 19 19 19 19 19 19 19 
1274 1345 1911 2018 2548 2690 18 18 18 18 18 18 18 18 
1345 1424 2018 2136 2690 2848 17 17 17 17 17 17 17 17 
1424 1513 2136 2270 2848 3026 16 16 16 16 16 16 16 16 
1513 1614 2270 2424 3026 3228 15 15 15 15 15 15 15 15 
1614 1729 2424 2594 3228 3458 14 14 14 14 14 14 14 14 
1729 1862 2594 2793 3458 3724 13 13 13 13 13 13 13 13 
1862 2018 2793 3027 3724 4036 12 12 12 12 12 12 12 12 
2018 2201 3027 3302 4036 4402 11 11 11 11 11 11 11 11 
2201 2421 3302 3632 4402 4842 10 10 10 10 10 10 10 10 
2421 2690 3632 4035 4842 5380 9 9 9 9 9 9 9 9 
2690 3027 4035 4541 5380 6054 8 8 8 8 8 8 8 8 
3027 2459 4541 5189 6054 6918 7 7 7 7 7 7 7 7 
2459 4036 5189 6054 6918 8072 6 6 6 6 6 6 6 6 
4036 4843 6054 7265 8072 9686 5 5 5 5 5 5 5 5 
4843 6054 7265 9081 9686 12108 4 4 4 4 4 4 4 4 
6054 8072 9081 12108 12108 16144 3 3 3 3 3 3 3 3 
8072 12109 12108 18164 16144 24218 2 2 2 2 2 2 2 2 

12109 24218 18164 36327 24218 48436 1 1 1 1 1 1 1 1 
    Center to center distance [mm] 234 286 338 390 260 312 364 416 

 
Warning: 
This table shows the maximum number of pipe layers that can be supported by the Pipe Stop PS50 system. The 
pipes themselves have a stacking limitation as well, take this limitation into account when building the stack! 
  
  Limitations is total weight on each position (24,2 tons) 
  
For more detailed information on application and usage, please refer to the Instruction Manual (APS). 
 


